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MOMENTANER FAHRKURS - MOMENTARY COURSE OF ADVANCEMENT 



(57) Abstract: The invention relates to a method 
and device for supporting the driver of a vehicle 
during emergency braking in order to prevent 
the vehicle from colliding with an object that 
is positioned in a detection zone located in 
front of the vehicle in the direction of driving, 
especially a preceding vehicle. According to 
the inventive method, braking means that are 
provided for decelerating the vehicle (50) are 
triggered independently of the driver when a 
given emergency braking condition is met and 
it is determined that the driver would like the 
emergency braking maneuver to be carried out, 
an emergency braking message being issued to 
the driver of the vehicle (50) when the emergency 
braking condition is met According to the 
invention, a message informing the driver of 
the vehicle (50) about the current situation in 
the surroundings or the traffic situation in the 
detection zone (54) is issued even when an 
emergency braking condition is not met, said 
message to the driver being adjusted provided 
that predefined information conditions are met. 

(57) Zusammenfassung: Die Erfindung 
betrifft ein Verfahren und eine Vorrichtung zur 
Unterstatzung des Fahrers eines Fahrzeugs bei 
der Durchfuhrung eines Notbremsvorgangs zur 
Vermeidung des Auffahrens des Fahrzeugs auf 
ein in Fahrtrichtung vor dem Fahrzeug in einem 
Erfassungsbereich 
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befindliches Objekt, insbesondere auf ein vorausfahrendes Fahrzeug. Beim erfindungsgemassen Verfahren werden zur Abbremsung 
des Fahrzeugs (50) vorgesehene Bremsmittel dann fahrerunabhangig angesteuert, wenn eine vorgegebene Notbremsbedingung er- 
fUllt ist und wenn festgestellt wird, dass ein Fahrerwunsch auf Durchfiihrung des Notbremsvorgangs vorliegt, wobei bei erfullter 
Notbremsbedingung eine Notbremsinformation an den Fahrer des Fahrzeugs (50) ausgegeben wird. Erfindungsgemass wird auch 
bei nicht erfullter Notbremsbedingung eine Fahrerinformation ausgegeben, die den Fahrer des Fahrzeugs (50) uber die derzeitige 
Umgebungs- bzw. Verkehrssituation im Erfassungsbereich (54) informiert, wobei die Fahrerinformation in Abhangigkeit der Erfiil- 
lung vorgegebener Informationsbedingungen angepasst wird. 



